P2 Series | IP Dome Camera

P2R6522E4

1080P Day & Night Fixed IR Vandal
Resistant Dome IP Camera

Full HD 2 megapixel CMOS image sensor
2MP H.265/HEVC and H.264/AVC high-performance video
compression
Simultaneous streaming of H.265 and H.264 encoded streams
3D noise reduction (MCTF)
2D WDR function
HDR function up to 100dB
Digital PTZ supported
IVS supported
Tampering / Motion / Network lost detection event function
High efficiency IR LED, radiant distance up to 30m
Day & Night (IR cut removable)
ONVIF Profile S supported
IP67 rain and dust resistant

Dimensions
Ø115 × 91 mm

Diagram of mounting holes:(unit in mm)

Product Features

P2R6522E4

Impact Resistant

Day and Night Operations via Removal of the IR-cut filter

IK10-certified housing designed to protect the

P2R6522E4 camera was designed

camera from destructive behavior

using a mechanical IR cut filter for
increased IR sensitivity resulting in
improved night time images. The
removable IR-cut filter allows day and
night operations even in the low lux
condition providing outstanding vision

Sense Up+

3D Noise Reduction

Deliver outstanding video outputs in poor light

Remove noise from a signal. Suppressing

conditions without experiencing motion blur.

noise in an image in low light conditions and

You can see video clearly even during

able to retain quality videos at the same time

nighttime without sufficient lighting support

Wide Dynamic Range (WDR)

High Dynamic Range

Wide Dynamic Range (WDR) displays details

An High Dynamic Range (HDR) image is made by

of both the brightest and darkest areas. WDR

taking 3 frames of the same scene and each at

can extend image visibility under high contrast

different shutter speeds to display details of both

lighting scenes and improve image quality

the darkest and brightest areas. HDR can extend
image visibility under high contrast lighting scenes
and improve image quality

Privacy Masking

Video Security App

Privacy Masking is a feature used to protect

Available on Android and iOS – LILINViewer app

personal privacy by concealing private areas in

provides security alarm push notification, real-time

the camera’s field of view. Doorways and house

live viewing, and remote video playback

windows for example are not subject to
surveillance

Advanced Motion Detection

Tripwire Detection

Detect motion and capture the

Tripwire Detection can be used where physical security

events. Motion in the selected area

is impractical or even impossible; i.e. railway tracks. An

will provoke an alert. Time of motion

alarm can be enabled in either directions across the

in given direction can be detected by

tripwire. Line Crossing that an object crossing a line

simply drawing an arrow on the

drawn anywhere in the scene can be detected, and

video

also Zone Intrusion that any arbitrary shape zone can
be set to monitor intrusion

Object Counting

Motion Detection

Object Counting is able to accurately to input

Detect motion and capture the event. Motion in the selected area will provoke

images containing similar objects. Intelligent

an alert.

Object Counting technology includes
People Counting feature – people enter or exit an
area over time can be counted, as well as Vehicle
Counting feature – to detect and track vehicle in
real-time

Tamper Detection

Region of Interest (ROI)

Automatically detects camera sabotage or

A Region of Interest (ROI) is a specified part of an

failure. Detects any attempts to tamper with

image that is highlighted from a camera. This

the camera – partially or completely

feature is great for highlighting areas such as doors

blocking its lens or field of view

or areas of access where an overall scene is still
required

Technical Speciﬁcations

P2R6522E4

User accounts

Yes, EMI CLASS B
Yes, EMI CLASS B

10/100 Mbps Base-T (Tx), RJ-45

IPv4, IPv6, TCP, UDP, HTTP, HTTPS, SMTP, MQTT, QoS,
SNMP V1/V2/V3, SNMP Trap and heart beat, NTP, DDNS,
UPnP, FTP, ARP, DHCP, PPPoE, DNS, RTSP, RTCP,
Telnet, ICMP, IGMP, ONVIF Proﬁle S , SDDP, Bonjour ,
802.1x, SSL/TLS
Max number of
online users
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