
PTZ IP Camera | Auto Tracking

PSR5024EX20 20X 1080P Day & Night 60 FPS IR Vandal
Resistant PTZ IP Camera

20X Optical Zoom Lens(4.3 – 86mm)
16X Digital Zoom
Day & Night (IR cut removable)
Full HD 2.14 megapixel CMOS image sensor
60 FPS @ 1080P True H.264 AVC High Profile video 
compression
H.264 and Motion JPEG multi-profile video streaming 
Digital Noise Reduction function
HDR function up to 90dB
IVS supported
Alarm(1 – 4) / Motion / Tamper / Audio / Network loss 
detection
Smart event support
150-metre infrared night vision
Digital image stabilization
Defog function
Dynamic privacy zone mask
Horizontal Flip
360° Endless panning
Tilting range up to 210°
Up to 256 Programmable Preset Positions
2-way audio supported
ONVIF supported
RS-485 supported
Weatherproof IP66
Vandal resistant approve IK10
Rain repellent glass

Introduction

PSR5024EX20 is 20X 1080P Full HD Infrared PTZ IP Camera designed for both day and 
night environment. This high-speed PTZ IP Camera is capable of streaming HD video at up to 
60 FPS. It features Wide Dynamic Range (WDR) up to 90dB, the PSR5024EX20 captures 
highlights and shadows simultaneously, eliminating pixilation and smear further providing 
perfect detailed images. Combined this with 3D Noise Reduction technology, Adaptive Tone 
Reproduction and built-in infrared LEDs, it ensures that the contrast of images in bright or dark 
areas is dramatically improved. The images are perfectly delivered. 

Capable of making 360° continuous rotations with a speed range of 0.1°〜300° per second, 
users can accurately position the camera to identify specific targets. The 30x optical zoom and 
16x digital zoom capacity give the PSR5024EX20 an impressive range. 

The camera is IP66 rain and dust resistant and can be operated at the range of -40℃  to 
50℃.

It can also be installed in outside environment and resist to wind speed up to 60 meters per 
second (216km/h) like typhoon or super typhoon.

Dimensions
395 (H) × 198 (D) mm 
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Product Features PSR5024EX20

20X Optical Zoom Wind and Rain Standards

Remote pan/tilt/zoom operations with 
20X optical lens makes it possible to 
zoom in on distant object with 
absolute clarity

Meet international IP66 standards for dust 
and moisture resistant allowing you to 
install cameras in environments subject to 
wind and rain

Impact Resistant Day and Night Operations via Removal of the IR-cut filter

IK10-certified housing designed to protect the 
camera from destructive behavior

PSR5024EX20 camera was designed 
using a mechanical IR cut filter for 
increased IR sensitivity resulting in 
improved night time images. The 
removable IR-cut filter allows day and 
night operations even in the low lux 
condition providing outstanding vision

Back Light Compensation Sense Up+

Back Light Compensation (BLC) adjusts 
the exposure of the entire image to 
properly expose the subject in the 
foreground. No matter if the main object 
is moving toward left, right, upper, 
lower, or any location in the screen, 
BLC provides perfect exposure for an 
object in front of strong back light

Deliver outstanding video outputs in poor light 
conditions without experiencing motion blur. 
You can see video clearly even during 
nighttime without sufficient lighting support

3D Noise Reduction High Dynamic Range

Remove noise from a signal. Suppressing 
noise in an image in low light conditions and 
able to retain quality videos at the same time

An High Dynamic Range (HDR) image is made by 
taking 3 frames of the same scene and each at 
different shutter speeds to display details of both 
the darkest and brightest areas. HDR can extend 
image visibility under high contrast lighting scenes 
and improve image quality

Privacy Masking Video Security App

Privacy Masking is a feature used to protect personal privacy by concealing 
private areas in the camera’s field of view. Doorways and house windows for 
example are not subject to surveillance

Available on Android and iOS – LILINViewer app provides security alarm 
push notification, real-time live viewing, and remote video playback

SD Cards in Sync with NAV Software Advanced Motion Detection

PSR5024EX20 camera with built-in 
Micro SD/SDHC/SDXC card slots can 
provide redundant video viewing and 
recording. You can synchronize an SD 
card with LILIN VMS (Video 
Management Software) – Navigator 
(NAV)

Detect motion and capture the events. Motion in the selected area will 
provoke an alert. Time of motion in given direction can be detected by simply 
drawing an arrow on the video

Tripwire Detection Object Counting

Tripwire Detection can be used where physical security 
is impractical or even impossible; i.e. railway tracks. An 
alarm can be enabled in either directions across the 
tripwire. Line Crossing that an object crossing a line 
drawn anywhere in the scene can be detected, and 
also Zone Intrusion that any arbitrary shape zone can 
be set to monitor intrusion

Object Counting is able to accurately to input 
images containing similar objects. Intelligent 
Object Counting technology includes 
People Counting feature – people enter or exit an 
area over time can be counted, as well as Vehicle 
Counting feature – to detect and track vehicle in 
real-time
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AC24V ±10% / DC24V / PoE++ (IEEE 802.3bt) 
AC24V, Max.80W / DC24V, Max.80W / PoE++, Max. 55W

User accounts

Max number of 
online users
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