
S Series | IP Bullet Camera

SR8222E4 1080P Day & Night Fixed IR Bullet IP
Camera

Full HD 2 megapixel MOS image sensor

60 fps@1080P True H.264 AVC High Profile video 

compression

H.264 and Motion JPEG multi-profile video streaming

3D noise reduction (MCTF)

2D WDR function

HDR function up to 120dB

Digital PTZ supported

IVS supported

Tampering detection / audio detection / motion detection 

alarm function

High efficiency IR LED, radiant distance up to 35M

Day & Night (IR cut removable)

2-way audio supported

Digital I/O : 1 in, 1 out

ONVIF Profile S supported

Defog function

IP67 rain and dust resistant

Dimensions
102.5(W) × 102.5(H) × 228(D) mm

Diagram of mounting holes:(unit in mm)

SR8222 is an outdoor IP camera ideal for low-light conditions.  In the combination of HDR, 3D noise reduction, intelligent image signal 
processing, and the built-in Sense-up+ technology, SR8222 delivers excellent image under low-light conditions without any motion blur. The 
embedded ROI function allows you to select the specific area based on your request, providing clear and detailed images which feed your needs. 
SR8222 provides outstanding performance under various difficult weather conditions for its IP66-rated house is designed to withstand rain and 
dust.

https://www.e-rong.co.th/


Product Features SR8222E4

Wind and Rain Standards Two-way Audio Support

Meet international IP67 standards for dust 
and moisture resistant allowing you to 
install cameras in environments subject to 
wind and rain

With 2-way audio communication, you can project your 
voice through the camera’s speaker instead of hearing 
what’s going on (1-way audio)

Day and Night Operations via Removal of the IR-cut filter Back Light Compensation

SR8222E4 camera was designed using 
a mechanical IR cut filter for increased 
IR sensitivity resulting in improved night 
time images. The removable IR-cut filter 
allows day and night operations even in 
the low lux condition providing 
outstanding vision

Back Light Compensation (BLC) adjusts 
the exposure of the entire image to 
properly expose the subject in the 
foreground. No matter if the main object 
is moving toward left, right, upper, 
lower, or any location in the screen, 
BLC provides perfect exposure for an 
object in front of strong back light

Sense Up+ 3D Noise Reduction

Deliver outstanding video outputs in poor light 
conditions without experiencing motion blur. 
You can see video clearly even during 
nighttime without sufficient lighting support

Remove noise from a signal. Suppressing 
noise in an image in low light conditions and 
able to retain quality videos at the same time

Wide Dynamic Range (WDR) High Dynamic Range

Wide Dynamic Range (WDR) displays details 
of both the brightest and darkest areas. WDR 
can extend image visibility under high contrast 
lighting scenes and improve image quality

An High Dynamic Range (HDR) image is made by 
taking 3 frames of the same scene and each at 
different shutter speeds to display details of both 
the darkest and brightest areas. HDR can extend 
image visibility under high contrast lighting scenes 
and improve image quality

Tripwire Detection Object Counting

Tripwire Detection can be used where physical security 
is impractical or even impossible; i.e. railway tracks. An 
alarm can be enabled in either directions across the 
tripwire. Line Crossing that an object crossing a line 
drawn anywhere in the scene can be detected, and 
also Zone Intrusion that any arbitrary shape zone can 
be set to monitor intrusion

Object Counting is able to accurately to input 
images containing similar objects. Intelligent 
Object Counting technology includes  
People Counting feature – people enter or exit an 
area over time can be counted, as well as Vehicle 
Counting feature – to detect and track vehicle in 
real-time

Alarm Detection Audio Detection

Alarm Detection is designed to provide the 
electronic detection of intruders

With Audio Detection technology, an alarm is triggered based on ambient 
sound conditions as the threshold

Motion Detection Tamper Detection

Detect motion and capture the event. Motion in the 
selected area will provoke an alert.

Automatically detects camera sabotage or 
failure. Detects any attempts to tamper with 
the camera – partially or completely 
blocking its lens or field of view



Technical Specifications SR8222E4

Yes, EMI CLASS A
Yes, EMI CLASS A

Ω

Two-way Audio, G.711 u-law / PCM / AAC, External
 Microphone Required

IVS Advanced 2.0

Motion Detection, Tampering Detection, Advanced 
Motion Detection, Traffic Light Detection, Tripwire 
Detection, Object Counting

IVS Advanced 2.1 
(Optional)

Unattended Object Detection, Missing Object 
Detection, Crowd Detection, Loitering Detection, Face 
Detection

10/100/1000 Mbps Base-T (Tx), RJ-45

Max number of 
online users

Thailand : E-Rong Consultants Co.,Ltd.
Tel : 02-664-6588  l   E-mail : sales@e-rong.co.th

www.e-rong.co.th
E-mail : sales@e-rong.co.th
Line official ID : @e-rongconsultants

https://www.e-rong.co.th/

